
 CircuPool Help Guides:                    SJ Series 

 
 
 

 
 

Important: This unit is factory wired for 220 Volts (unless special ordered) and must be wired into the pump circuit 

If needed, the system can be converted to accept 110 Volts. This conversion should be made by a certified electrician or pool professional. 

Always double-check the voltage of your power source. Connection to improper voltage can: a) cause severe damage/harm, or b) cause 

lights to power on without system function or chlorine generation. 

The voltage terminals can be accessed by opening the SJ Control Module; 

remove the two torx screws on the left and right side of the blue case to do so. 

 

 

220V / 110V Conversion - The small Terminal Block is located in the corner of the Control Module 

 
 

For support or troubleshooting, please visit circupool.com/help 

 

Recommended Water Chemistry: 

Swimming Pools  Spas 
Free Available Chlorine 1.0 - 3.0 ppm  3.0 - 5.0 ppm 
Salinity   4000 - 4500 ppm 4000-4500 ppm 
pH    7.2 - 7.8   7.2 - 7.8 
Total Alkalinity  100 - 200 ppm  100 - 200 ppm 
Calcium Hardness  200 - 400 ppm  150 - 450 ppm 
Stabilizer (Cyanuric Acid) 50 - 75 ppm  50 - 75 ppm 
Saturation Index  -0.2 to +0.2  -0.2 to +0.2 
Phosphates, Nitrates none   none 

      WARNING - ALWAYS MAKE SURE THE INPUT POWER IS COMPLETELY DISCONNECTED BEFORE ATTEMPTING ANY 

TROUBLESHOOTING PROCEDURES. ALL TROUBLESHOOTING SHOULD BE DONE BY A QUALIFIED PROFESSIONAL. 

 


